
4DRN40-422.75/X3-O/O High Power Ceramic Band Reject Filter

◆ Features:

•  Power Handling Capabilities:  100 Watts CW

•  Ultimate return is 1.9 times Center Frequency

•  Lower Insertion loss

Power Handling:  100 Watts CW
Stepband Rejection:

421.25 - 424.25 MHz: 25 dB
Passband Insertion Loss:

20 - 414 MHz: 0.6 dB
431.5 - 800 MHz: 0.6 dB
415 - 419.25 MHz: 2.5 dB
426.25 - 430.5MHz: 2.5 dB

Dimensions:  2.25” L x 1.66” W x 0.60” H
-smaller than equivalent cavity
(4.750” L x 1.13” W x 2.375” H)
(both sizes exclude connectors)
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CH2 S21 LOG 10 dB/ REF 0 dB

          START 415 . 000 000 MHz STOP 431 . 000 000 MHz
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1 :-22 . 057 dB 415 . 000 000 MH z

CH1 Markers

2 :-17 . 258 dB
419 .250 MHz

3 :-26 . 302 dB

426 .250 MHz

4 :-22 . 749 dB
430 .500 MHz
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3 :-33 . 662 dB 424 . 250 000 MHz

CH2 Markers

1 :-27 . 849 dB
422 .750 MHz

2 :-28 . 037 dB
421 .250 MHz

4 :-1 . 7147 dB
419 .250 MHz

5 :-2 . 0192 dB

426 .250 MHz

Passband Performance

◆ Specifications:

◆ Applications:

• Various Military Applications

CH1 S11 LOG 5 dB/ REF -12.7 dB
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CH2 S21 LOG 10 dB/ REF 0 dB

          START 20 . 000 000 MHz STOP 800 . 000 000 MHz
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1 :-39 . 598 dB 20 . 000 000 MHz

CH1 Markers

2 :-21 . 637 dB
414 . 000 M Hz

3 :-24 . 086 dB

431 . 500 M Hz

4 :-13 . 807 dB
800 . 000 M Hz
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1 :- . 07120 dB 20 . 000 000 MHz

CH2 Markers

2 :- . 44580 dB
414 . 000 MHz

3 :- . 40350 dB
431 . 500 MHz

4 :- . 60230 dB
800 . 000 MHz

Out-of-Band Performance
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